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Application:

Weather Proof Cable Glands for Armored and Lead Cover Cables Certified with 

following Protections:

Onshore and offshore

Weather Proof IP66 

Weather Proof Cable Glands suitable for Armored / Lead Cover

Cables. CGA Series

Material:

Body: Stainless Steel, Galvanized Steel, Aluminum and Brass

Coating: Natural, Nickel or Chrome 

Gasket: Silicon, EPDM

Material:

Body: Stainless Steel, Galvanized Steel, Aluminum and Brass

Coating: Natural, Nickel or Chrome 

Gasket: Silicon, EPDM



Protection and Standards:

 Installation: in non hazardous area

 Ingress Protection: IP66 

Standard: BS6121

Code
Reference

Size
Gland 

Standard Metric
Thread

Cable Tech. Details

Inner Sheath Clamping Outer Sheath Clmping Wire Armor Tape / Braid

Metric Thread Length Min. Max. Min. Max. Min. Max. Min. Max.

CGA-1SI 20-S M20 15.0 3 7.5 6 11.5 0.8 1.25 0.01 0.8

CGA-1OI 20-O M20 15.0 7 11 11 14.5 0.8 1.25 0.01 0.8

CGA-1AI 20-A M20 15.0 11 13.5 13 17 0.8 1.25 0.01 0.8

CGA-2I 25 M25 15.0 13 17.5 17 23.5 1.25 1.6 0.01 0.9

CGA-3I 32 M32 15.0 19 26.5 25 28.5 1.6 2 0.01 0.9

CGA-4I 40 M40 15.0 26 30 32 37 1.6 2 0.01 0.9

CGA-5I 50 M50 15.0 30 44.5 39 50.5 1.8 2.5 0.01 1

CGA-6I 63 M63 15.0 42 57 51 64.5 1.8 2.5 0.01 1

CGA-7I 75 M75 15.0 54 68 63 74.5 1.8 2.5 0.01 1

CGA-8I 90 M90 24.0 67 84 75 85 2 3.5 0.01 1

CGA-9I 100 M100 24.0 83 93.5 85 93 2.5 4 0.01 1

Other Thread as Request:

NPT, PG, BSPP, BSPT

Cable Gland’s Accessories:

Sealing Washer, Serrated Washer, Locknut, Earth Tag and Shroud
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