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Application:
Explosion Proof Junction Boxes are used where hazardous materials are handled or 

stored. 

These Enclosures may be used for: 

-  Monitoring & Signaling & Control Station

-  Power Distribution Panels

-  Terminations

-  Splicing Wires

-  Pull Boxes

EJB Series Flameproof Enclosures as Power Distribution 
and Control Panels

Protection and Standards:

Execution:   � II 2G Ex db IIB+H2 T6, T5, T4 Gb   /   II 2D  Ex tb IIIC T85°C, T100°C, T135°C Db

Ingress Protection: IP66

Certicate No.: ECM 19 ATEX 2221 X

Standards: EN 60079-0: 2018, EN 60079-1: 2014, EN 60079-31: 2014, 

ATEX Directive 2014/34/EU

Ambient Temperature: -30° C < Ta < +55° C
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Electrical Features:
- Maximum Nominal Voltage: 1000 V
- Maximum Working Voltage: 750 V
- Dielectric Strength: 1000 V + 2 U   (U= Working Voltage)
- Maximum Nominal Current: 1000 A
- The nominal current is indicative for ambient temperature of installation up to +55°C
- Section of Terminals: from 1.5 mm² ~ 240 mm²
- All electrical equipment: MCCBs, MCBs, MCPs, Fuses, Contactors, Indicators, 
- Selector Switches, Relays, Transformers, Module Electronics and Etc.

Mechanical Features:
Body and Cover: Aluminum Alloy, Iron Cast, Stainless Steel 316L
Coating: Electrostatic (Epoxy, Polyester, Epoxy Polyester)
Cover Bolts: AISI 304 Stainless Steel, class A2/70
O- Ring: Silicon
Earth Screws: M8/M10, AISI 304 Stainless Steel, class A2/70, on inside and outside of body

 

Re f. 

C o d e 

D im e n sio n s (m m ) 

O u tsid e Bra c ke t  M o u n t ing 

A B C X Y M 

EJB-1 340 200 175 250 105 8 

EJB-2 420 320 230 315 215 8 

EJB-3 470 370 240 360 265 8 

EJB-4 570 425 245 465 320 8 

EJB-5 650 450 280 545 345 8 

EJB-6 850 650 400 680 480 12 

EJB-7 1000 700 400 810 510 12 
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Application:
M-Series Actuators are used on EJB and GUB series Distribution and Control Panels

where hazardous materials are handled or stored. 

M Series Types: 

-  M-LS, M-LT and M-LP as Signal Lamp

-  M-PB as Standard Push Buttons

-  M-RM as Emergency Mushroom Head Push Button

-  M-RK as Emergency Mushroom Head Push Button (Key lockable) 

-  M-SW as Rotary Switch

- M-HC and HH as Isolators/Circuit breakers/Rotary switches

M-Series Actuators for Power Distribution and Control Panels

Protection and Standards:

Execution:   � II 2G Ex db IIC Gb   /   II 2D  Ex tb IIIC Db

Ingress Protection: IP66

Certicate No.: ECM 20 ATEX 0449 X

Standards: EN 60079-0: 2018, EN 60079-1: 2014, EN 60079-31: 2014, 

ATEX Directive 2014/34/EU

Ambient Temperature: -30° C < Ta < +55° C
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